
Focus

Semi-recessed



FOCUS 95

Angulo apertura
/ Beam angule

FOCUS 40FOCUS 25 FOCUS 55

10W - 680Lm- CRI >906W - 647lm - CRI >90

No dim No dim

Only for Focus 55

No dim - Dali No dim - Dali

LED Cree

Focus 25-40-55 Focus 80-95

Focus 80-95

LED Cree LED Vossloh LED Vossloh

44mm 44mm 44mm 86mm

12.2W - 1345lm - CRI >95 20.7W - 3005lm - CRI >85

Montaje/Mounting
Empotrable/Reccesed

Empotrable/Reccesed
Focus

Acabados /Finishies

3000K-4000K
/Color temperature
Temperatura de Color

Min.

60mm

Min.

60mm

Proyector compacto, cuerpo de aluminio, 

Ideal para crear varias escenas en un 

mismo espacio  

Ø60 Ø60

Ø25

90

Ø60

90º

110 135
150

Ø40

Ø55

Ø80

Ø90

350º

90º

350º

FOCUS 80

The compact projector, his body is made 

in aluminum. Ideal for creating multiple

scenes in one space. 

No dim - Dali

LED Vossloh

86 mm

24W - 3840lm - CRI >85

160

Ø95

Ø90

AluminiumAluminium

Plastic
Plastic

PlasticIron Torsion Spring Steel strip

Focus 25-40-55



Posibles combinaciones/

Possible combinations

Opcion basica/

 Standart option

Lente/Lens

Lente/Lens

Reflector + Difusor/

Reflecor + Clear diffuser 

Reflector 

Difusor /

Clear diffuser 

Boca/Basic mouth

25°

25°

25°

24° - 32° - 60°

Boca/Basic mouth

FOCUS 25

FOCUS 40

FOCUS 80

FOCUS 80

FOCUS 95

FOCUS 95

Accesorios/Complements

Antideeslumbrant cruz 

/Antiglare cross

Antideslumbrante panal /

Antiglare honeycomb

FOCUS 55

Boca cross/Cross mouth



Focus

Semi-recessed

Focus

Surface



Angulo apertura
/ Beam angule

FOCUS 25 FOCUS 55

6W - 647lm - CRI >90
No dim

Only for Focus 55

No dim - Dali

LED Cree LED Vossloh
12.2W - 1345lm - CRI >95

Montaje/Mounting
Empotrable/Reccesed

Superficie/Surface
Focus

Acabados /Finishies

3000K-4000K
/Color temperature
Temperatura de Color

Proyector compacto, cuerpo de aluminio, 
Ideal para crear varias escenas en un 
mismo espacio  

The compact projector, his body is made 
in aluminum. Ideal for creating multiple
scenes in one space. 

Aluminium

Plastic

Iron

Focus 25-55

135

Ø 55

Driver 24

90


